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« Easy to Read Output Voltage and
Current Meters

* Choice of 0-140V or 0-280V
Output Models

Bulletin P797

Metered
L2M Series

POWERSTAT

Variable
Transformers

in 120 Volt, Single
Phase Models to
15 Amperes, 1.8 kVA

@

Listed by Underwriters Laboratories
File No. E15506, Standard UL508

+ NEMA Style Receptacle and 5-WAY® Binding Post Output Connections
* Rocker Style “On Indicating” Thermal Magnetic Circuit Breaker

* Portable, Compact, Versatile, Attractive, Functional Design

+ Integral, Non-Projecting Handle and Provision for Wall Mounting

Metered L2M Series POWERSTAT® Variable Trans-
formers are continuously adjustable autotransformers
having a movable brush-tap riding on a precious metal
plated commutator. Rotation of the knob delivers any
output voltage in the range of zero to or above line voltage.
Operating characteristics make them ideally suited for
laboratory, testing and other applications requiring a por-
table source of variable AC voltage.

POWERSTAT® Variable Transformers are ruggedly
designed for heavy duty use. They provide excellent
regulation with only negligible variation in output voltage
from no-load to full-load current. Waveform distortion is also
negligible. Over 50 years of variable transformer manufac-
turing experience with rigid inspection at every production
stage in an ISO 9001 certified environment assures a quality
built product.

Superior

Electric







